Questions for solicitation: B26002617 DOFAW Hanapepe Office Chainlink Fence
05/07/2026

1. Bottom Rail vs. Tension Wire Specification Section 3.4 states: “Bottom: 7-gauge tension wire OR bottom rail (as specified).” Please confirm that a 7-gauge bottom tension wire is acceptable and that a bottom rail is not required for this project.
Yes a 7-gauge bottom tension wire is acceptable and no bottom rail is required.

2. Fence Coating / Finish Specification Section 3.3 states: “Class 2 galvanized OR vinyl-coated (black or green) over galvanized core.”
Specification will be revised to confirm that “Class 2 galvanized material” is acceptable and vinyl-coated is an additional option.

3. Fence Layout Verification Please confirm whether the approximate 225 LF referenced in the specifications includes both gate openings and all fence runs shown in the site photos.
Yes, approximate length is 225LF for all runs shown in the photos and does include the length of the gates.  There may be extra material left over, but that can remain on site for future repairs.  This overlap is to ensure that there is more than a sufficient amount of material needed on the job.

4. Gate Hardware Please confirm whether padlocks are to be provided by the Contractor or by the State.
Padlocks will be provided by the State. 

5. Permitting Please confirm whether the State anticipates any specific permit requirements beyond standard utility locate coordination service (811) -  Hawai'i One Call.
No other permit is required as this fence height is within the allowed specifications under Kauai Country ordinance.
6. Please also confirm whether any updated plans, details, or specifications will be issued associated with these alternate options for bidding purposes.
Yes.  In this amendment, a revised scope of work will be included.  Several modifications were made to ensure all necessary aspects of the project are addressed.  Some include, additional of 3 strand barbed-wire on top of the 6’ chainlink fence; gates are to be full-swing hinge to accommodate unknown storage and vehicle placement on site; some vegetation clearing will be required for fence installation; etc.

7. Please confirm the required minimum concrete footing diameters and depths for a 6-foot-high chain link fence with three rows of razor wire, including separate requirements for line posts, terminal/corner posts, and gate posts.
Inline posts: minimum is 10” diameter x 30” deep
Corner and gate posts: minimum 16” diameter x 40” deep

8. Please confirm whether removal and disposal of any existing fencing, posts, footings, vegetation clearing, or obstructions are included in the project scope.
Installation scope includes removal off all vegetation within 10’ of the proposed fenceline.  This includes two large trees on the northern section of the property.  Removal and disposal of any other vegetation or debris is also required if within the 10’ buffer of the fenceline.

9. Please confirm the required swing direction and final placement/orientation of all gates.
Both gates shall have full swing capabilities, include a wheel and center drop leg.

10. Please confirm whether field verification of fence quantities and layout by the Contractor is required prior to fabrication and procurement.
No.  these are not required prior to procurement.  However, at the time of award, and prior to fabrication, Contractor shall meet with DLNR DOFAW to discuss and secure the fence quantities and installation requirements.

11. Bond is not required, please confirm.
Bonds are required.  A bid bond of 5% of bid is required at time of bid opening.
Performance and Payment bonds 100% are required at time of award.

12. Is Permit needed?
At this time we are working with the county to confirm what permits will be needed.  Most likely a zoning permit will be required. 

13. Is Contractor’s license C-32 acceptable?
Yes, that is acceptable.

14. Please clarify what is required. Is it bottom tension wire or bottom rail?
Bottom tension wire is the minimum requirement.


