
Deliver 
To Qty. Description Component Amount Component Amount Component Amount Balance Gas

CGA 
Connection Cylinder Type

Approx. 
Cylinder Size

Oahu 2 EPA Protocol Standard Mixture, 
Certified to ±1%, 2000 psig

Sulfur 
Dioxide

10.0 ppm Carbon 
Monoxide

2500 ppm ‐‐ ‐‐ Nitrogen 660 Aluminum 7" x 33"

Oahu 3 EPA Protocol Standard Mixture, 
Certified to ±1%, 2000 psig

Sulfur 
Dioxide

10.0 ppm Carbon 
Monoxide

2500 ppm Nitric Oxide 10.0 ppm Nitrogen 660 Aluminum 7" x 33"

Oahu 2 EPA Protocol Standard Mixture, 
Certified to ±1%, 2000 psig

Sulfur 
Dioxide

5.0 ppm Nitric Oxide 10.0 ppm ‐‐ ‐‐ Nitrogen 660 Aluminum 7" x 33"

Oahu 2 EPA Protocol Standard Mixture, 
Certified to ±1%, 2000 psig

Carbon 
Monoxide

200.0 ppm ‐‐ ‐‐ ‐‐ ‐‐ Nitrogen 660 Aluminum 7" x 33"

Hilo 3 EPA Protocol Standard Mixture, 
Certified to ±1%, 2000 psig

Sulfur 
Dioxide

8.0 ppm ‐‐ ‐‐ ‐‐ ‐‐ Nitrogen 660 Aluminum 7" x 33"

Hilo 6 EPA Protocol Standard Mixture, 
Certified to ±1%, 2000 psig

Sulfur 
Dioxide

36.0 ppm ‐‐ ‐‐ ‐‐ ‐‐ Nitrogen 660 Aluminum 7" x 33"

Hilo 6 EPA Protocol Standard Mixture, 
Certified to ±1%, 2000 psig

Sulfur 
Dioxide

360.0 ppm ‐‐ ‐‐ ‐‐ ‐‐ Nitrogen 660 Aluminum 7" x 33"

Hilo 2 EPA Protocol Standard Mixture, 
Certified to ±1%, 2000 psig

Hydrogen 
Sulfide

5.0 ppm ‐‐ ‐‐ ‐‐ ‐‐ Nitrogen 330 Aluminum 7" x 33"

Hilo 2 EPA Protocol Standard Mixture, 
Certified to ±1%, 2000 psig

Hydrogen 
Sulfide

36.0 ppm ‐‐ ‐‐ ‐‐ ‐‐ Nitrogen 330 Aluminum 7" x 33"

Kahului 2 EPA Protocol Standard Mixture, 
Certified to ±1%, 2000 psig

Sulfur 
Dioxide

10.0 ppm Carbon 
Monoxide

2500 ppm Nitric Oxide 10.0 ppm Nitrogen 660 Aluminum 7" x 33"

Lihue 2 EPA Protocol Standard Mixture, 
Certified to ±1%, 2000 psig

Sulfur 
Dioxide

10.0 ppm Nitric Oxide 10.0 ppm ‐‐ ‐‐ Nitrogen 660 Aluminum 7" x 33"

Gas 1 Gas 2 Gas 3

EPA Protocol Gases shall be manufactured and analytically certified in strict accordance with 
the most recent EPA traceability guideline document entitled "EPA Traceability Protocol for 
Assay and Certification of Gaseous Standards".  Documentation shall conform to the 
requirements of the EPA Protocol program, in compliance, with the Clean Air Act.




